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1
USING CONTENT BASED ROUTING TO
SCALE CAST IRON LIKE APPLIANCES

CROSS-REFERENCE TO RELATED
APPLICATIONS

The present application relates to co-owned U.S. patent
application Ser. No. 13/715,457, filed on Dec. 14, 2012,
entitled A LOW LATENCY MESSAGING CHAT SERVER,
the entire content of which is incorporated herein by refer-
ence.

FIELD

The present application relates generally to computers,
computer applications and communications, and more par-
ticularly to using content based routing.

BACKGROUND

Software appliances exist that are used to integrate appli-
cations together. For example, integration may be performed
between one or more on-premise or on-site applications and
one ore more off-premise applications (e.g., those provided
on a software-as-a-service platform). Such appliances as well
as the applications they integrate may experience a large
amount messages that are not easily scalable.

BRIEF SUMMARY

A method for context based routing of messages, in one
aspect, may comprise receiving a message for routing by a
message switch implemented in a hardware processor. The
method may also comprise parsing the message to identify a
topic and a data payload of the message. The method may
further comprise identifying a topic queue to which to route
the message based on the topic and the data payload. The
method may also comprise routing the message to the topic
queue. The method may further comprise executing auto-
matically a template integration process subscribing to the
topic queue, in response to the message being routed to the
topic queue, the template integration process invoking an
application service with a request comprising data extracted
from the message. The method may also comprise receiving
by the template integration process a result from the applica-
tion service. The method may further comprise processing the
result and placing the result to a destination point.

A system for context based routing of messages, in one
aspect, may comprise a message switch comprising at least a
hardware processor and a plurality of topic queues, the mes-
sage switch operable to receive a message, parse the message
to identify a topic and a data payload of the message, identify
atopic queue among the plurality of topic queues, to which to
route the message based on the topic and the data payload, and
route the message to the topic queue. A template integration
process may subscribe to the topic queue, the template inte-
gration process executed automatically in response to the
message being routed to the topic queue, the template inte-
gration process invoking an application service with a request
comprising data extracted from the message, the template
integration process further operable to receive a result from
the application service and process the result and place the
result to a destination point.

A computer readable storage medium storing a program of
instructions executable by a machine to perform one or more
methods described herein also may be provided.
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Further features as well as the structure and operation of
various embodiments are described in detail below with ref-
erence to the accompanying drawings. In the drawings, like
reference numbers indicate identical or functionally similar
elements.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

FIG. 1 illustrates an architectural overview of messages
routed to applications via an application integration appliance
tool using message switches in one embodiment of the
present disclosure.

FIG. 2 illustrates a Template Integration Process (TIP) in
one embodiment of the present disclosure.

FIG. 3 illustrates multiple passes through a single message
switch in one embodiment of the present disclosure.

FIG. 4 illustrates messaging via a message switch in
another embodiment of the present disclosure.

FIG. 5 is a flow diagram illustrating a method for context
based routing in one embodiment of the present disclosure.

DETAILED DESCRIPTION

Routing messages to message queues may be provided. In
one embodiment of the present disclosure, a message may be
routed to a message queue based on the topic of the message,
content of the message, application for which the message
was intended, and/or a set of rules such as a rule based on
queue length and queue balancing. The message queue to
which the message may be routed may be selected from one
or more of a network, a service access point (SAP), an Inter-
net address message switch, and an application. A message
queue (also referred to as a topic queue) may be associated
with a specific application.

In one embodiment of the present disclosure, a message
fabric used in the present disclosure may include the low
latency messaging mechanism disclosed in the co-owned
U.S. patent application Ser. No. 13/715,457. In one embodi-
ment of the present disclosure, a “publish/subscribe” based
message switch may be employed to scale appliances, such as
a software integration tool that may integrate off-premise
(e.g., provided in a cloud computing environment or the like
platform) and on-premise (e.g., local to the user’s computer)
applications. An example of such product may include Cast
Iron™ from International Business Machine (IBM) of
Armonk, N.Y.

FIG. 1 illustrates an example of messages that may be
provided to a message switch in one embodiment of the
present disclosure. Application programming interfaces
(APIs) may be provided to mobile devices 102 or the like for
the list of services implemented by the template integration
processes (T1Ps), for example, at 122. TIPs are preconfigured
templates that are further configurable (e.g., editable) and
executable to provide a service. In one aspect, TIPs are used
to integrate applications. In one embodiment of the present
disclosure, TIPs are programmed or configured to work with
topic queues or message queues. Messages from mobile
devices 102 on a cellular network may be routed via a mobile
gateway 104 to a message switch 106. The mobile gateway
104 may process requests, responses and notifications (e.g.,
124). A large number of messages may be provided (e.g.,
which could easily be in the millions per second range) to the
message switch 106. The mobile gateway 104 may include a
mechanism that formulates the data received from mobile
devices 102 into messages that are compatible with the mes-
sage switch 106. An example of such message format is
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described in the co-owned U.S. patent application Ser. No.
13/715,457. Generally, a message includes a topic and a data
payload. The mobile gateway 104 may provide non-blocking
publish (e.g., at 126), subscribe to result topics in the message
switch 106 and set a callback (e.g., shown at 128). Result
topics may include returned results from an application 110
which processed the mobile device’s request (e.g., service
results from an application). Callback generally refers to a
piece of executable code or function that may be passed as an
argument to other code; the other code is expected to execute
the argument (callback code) at some time.

The message switch 106 may comprise a network interface
card for connecting the message switch 106 to a computer
network and one or more processors or integrated circuits
such as field programmable gate array (FPGA). FPGA or the
like component may comprise a topic address resolution
module for resolving topic addresses, a routing logic,an LLM
protocol, and memory. Incoming packets may be managed by
a control plane in the message switch 106. The message
switch 106 may also include one or more topics (message
queues).

Briefly, a topic is a name given to a message queue. A
message queue is associated with only one topic in one
embodiment of the present disclosure. It is addressed by that
topic and has a storage structure for saving messages associ-
ated with that topic. Messages are retrieved from a message
queue in first-in-first-out (FIFO) order. A message payload is
an ordered list of data. A format is an ordered list that contains
a version number followed by a subset of names extracted
from a format domain. In the context of the present disclo-
sure, a format describes the structure of a message payload (or
data format of a payload). A message includes a topic, a
format, and a payload in one embodiment of the present
disclosure. Messages are published to a topic. To publish a
message to topic XX means to send that message to the
message queue named XX. The messages in a message queue
all have the same topic and format. To subscribe to a topic
means that the message queue for that topic will send to the
subscriber all of the messages it receives, in one embodiment
of the present disclosure. A subscriber can poll the message
queue for new messages or the subscriber can assign a call-
back to the message queue, to directly receive messages as
they arrive. A range is a list of topics to which a given user is
allowed to publish. A domain is the list of topics to which a
user can subscribe. An Access Control List (ACL) defines
who can subscribe or publish to a topic. In one embodiment of
the present disclosure, there is one ACL for subscription and
another ACL for publishing (publish). A message switch
ingests a message, strips out the enclosed topic, and routes
that message to the message queue with the same name as that
topic. All state may be kept in topics, e.g., shown at 130.

The message switch 106 may extract and use the message
topic to route the message to the specific application 110
needed to process its payload. The owner of the message
switch may program the “topic address resolution” logic to
associate messages to their corresponding message queues.
In this example, the payloads contain data for accessing ser-
vices on the Internet and may be designed for consumption by
an appliance 108 for processing. For instance, the “topic
address resolution” logic associates a message topic to a
particular application and hence its respective queue. An
example of such appliance may include IBM’s Cast Iron™.
However, it should be understood that the methodologies of
the present disclosure does not limit its functionalities to that
product only. Rather, the methodologies of the present dis-
closure may work with and apply to different appliances.
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An appliance 108 may provide a template-based integra-
tion method for integrating applications 110. Such templates
112 are pre-built to include activities or processes that are
executed by the appliance. An appliance 112 or such appli-
cation runs on a processor such as one or more central pro-
cessing units (CPUs), and also on which the appliance may
execute the one or more TIPs. An appliance (also shown at
136) may be stateless. In one embodiment of the present
disclosure, the components labeled as one or more TIPs
(Template Integration Process) 112 subscribe to the one or
more respective topics in the message switch to which the
ingested messages associated with that specific appliance are
posted. For instance, messages may be posted by a device
(e.g., 102) wishing to use the functionality provided by an
appliance, e.g., 112. A TIP 112 may be allocated dynamically
as needed by topics (also shown at 138). For instance, a queue
(topic) can cause a TIP within an appliance (e.g., Cast Iron) to
be created (or allocated) to process the messages waiting
within the queue. TIPs are evoked when their input param-
eters are present, e.g., by topic callback (also shown at 138).
In one embodiment of the present disclosure, a TIP 112 may
be notified via a callback that a message is waiting for pro-
cessing. The TIP 112 fetches the waiting message via a pro-
vided message switch API 114.

Saving response is shown at 132. Caching, queuing, mul-
tiple fan-outs, callbacks and TIPs subscribe to topics, shown
at 134.

Arriving messages are put into a topic queue 116 in the
message switch 106. For instance, these messages are arriv-
ing at the message switch 106 from mobile devices 102 and
are being routed to the respective queues 116. In one embodi-
ment of the present disclosure, they are fetched from this
queue 116 by the TIPs 112 in the order in which the messages
arrive. The message queue 116 isolates the appliance 108
from the speed at which messages are ingested and posted.
This protects the appliance from being overrun with data and
thus improves its scalability. In one embodiment of the
present disclosure, the TIPs on the average retrieve messages
from their respective queues at a rate sufficient to keep these
queues from over flowing.

To mitigate a possibility of overflows in the topics 116, a
routing algorithm 118 in the message switch 106 may be
made sensitive to the length of each topic queue 116. For
example, if the queue length exceeds a specified length then
further posting to that topic may be halted through message
flow control or through message spraying. In message spray-
ing, more than one message queue is assigned to a topic. This
topic is then said to be spray able. A subscription to a spray
able topic creates a callback to one of the queues assigned to
that topic. The specific queue is chosen at random, in “round
robin” fashion, or through another mechanism. The goal may
be to spread the subscriptions evenly across all of the queues
for a spray able topic.

Ingested messages bound for a spray able topic are sent to
the queues for that topic in a manner that normalizes the
queue lengths for each queue. In this way slow message
consumers (topic subscribers) cause the routing algorithm to
favor other queues with faster message consumers. Thus slow
message consumers cannot block fast messages consumers or
force message queue overflows. This also distributes the bur-
den of processing the message payloads across multiple
appliances, for example, thus making an appliance more scal-
able.

FIG. 2 illustrates a Template Integration Process (TIP) in
one embodiment of the present disclosure. TIPs are pre-built
templates used for integration between applications and are
customizable. A TIP 202 may include capabilities for con-
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necting to applications (e.g., 204, 206), capabilities for trans-
forming data and capability for orchestrating (e.g., managing
activities in the integration project). A service may be pro-
vided via one or more TIPs. A TIP 202 is a reusable service
component, which for example, may specify activities
executed for application integration. A TIP is allocated and
executed when its input parameters are present. For instance,
a TIP may subscribe to a topic queue and a TIP can be
instantiated newly for such a subscription. In another aspect,
an existing TIP that is not being used can be employed and
assigned for the task. A TIP may also create a message. A
message is defined by a scheme. TIPs process their inputs,
orchestrate the collection and transformation of data from all
applicable sources and create therefrom a message with the
processed results. In one embodiment, the structure of this
message is determined by a scheme (e.g., 212) that defines the
message type expected by the component that will receive
this message from the appliance (e.g., Cast Iron appliance).
Services are exposed to applications as a client API (e.g.,
208). A TIP 202 may be notified via a callback (e.g., 214) that
a message is waiting for processing. A TIP may fetch the
waiting message via a provided message switch API. The API
208 may utilize one or more library files or executable objects
shown as L.IB 210 to fetch the waiting message.

When a TIP 202 completes the processing and enrichment
of the message payload received from a topic, it formulates
another message and sends that message back through the
message switch. The message’s topic identifies the topic
queue to which the message is routed. A message can be
routed to another application like Cast Iron™ for further
processing and enrichment or it can be routed to another
network like the Internet.

FIG. 3 illustrates multiple passes through a single message
switch in one embodiment of the present disclosure. For
illustration purposes only, the message switch 302 is shown
multiple times (shown at 304 and 306), but they all refer to the
same message switch. As an example, one or more incoming
messages may be routed to a TIP 308 for a first application
310, e.g., based on the message topic. An example of an
application is an enterprise resource planning (ERP) applica-
tion. For instance, the message topic that has the one or more
incoming messages may be associated to the first application
310 within the “Topic Resolution Logic”. In the example
shown in FIG. 3, the topic queues include “Topic-1” or
“Topic-2.” For instance, the TIP for the first application 310
may have subscribed to messages of “Topic-1" and “Topic-
2”. The associated TIP 308 is evoked when all of its inputs
(parameters needed by the TIP to execute its functions) are
available. The inputs or parameters may be made available
from the one or more queues to which the one or more TIPs
(or something else) subscribe. For instance, if the queue has
the data needed by a TIP, the TIP executes. The TIP 308 uses
the input data to create a request associated with the applica-
tion 310, in this example, an ERP application request. It then
takes the results returned from the application 310 and creates
from it a new message for the message switch. For instance,
the TIP is programmed to formulate that message into one
suitable for the message switch, responsive to receiving a
message back from an application, e.g., the ERP application,
so it can be routed back through the message switch for
further processing. As another example, the TIP 308 may be
programmed to send this new message to another message
queue, e.g., the message topic for the second TIP 312 that for
instance subscribes to Topic-3 message queue. Thus, a TIP
may be programmed to subscribe to a message queue, obtain
data from the message queue, send a request to an associated
application using the data, receive a message back from the
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associated application regarding the request, further process
this message received from the associated application, and
publish the message to a topic queue. An example of process-
ing the message received from the associated application may
be sending the message via a message switch (e.g., publish or
postto amessage or topic queue in the message switch) to one
or more devices that originated the request, sending the mes-
sage to another topic queue, to which another TIP may be
subscribing to formulate a request to another application, and
others.

To continue with the example processing shown in FIG. 3,
the second TIP 312 takes its inputs from the message pay-
loads sent to Topic-1 and Topic-3. That is, the second TIP 312
may be subscribing to messages having topics of Topic-1 and
Topic-3. For instance, in this example, the second TIP 312 is
programmed to receive messages from multiple queues, e.g.,
Topic-1 and Topic 3. From this data the second TIP 312 builds
a request for another application 314 (e.g., Sales Force) and
sends the request out to the application 314. The results of the
request may be returned from the application 314, and may be
built into another message that is sent to the message switch
for further routing to the messages owner.

Routing the output messages from a TIP back through the
message switch 302 allows TIPs (e.g., 308, 310) to be linked
into a common solution where each is isolated from the other
by message queues. This loose coupling makes an appliance
(e.g., Cast Iron™) more scalable. In addition, the message
switch provides intelligent content based routing and load
balancing.

A client 316 may send to and receive messages from one or
more applications 310 and 314 using a callback function, an
API and LIB functions of a message switch. This API and its
supporting code are labeled as “Lib”, “Callback™ and “API”
at316. This API may be used to subscribe to topics and to post
messages to topics. In one embodiment of the present disclo-
sure, for each topic subscription the APl may provide a “call-
back” buffer to receive the messages posted to the “subscribe
to topic”.

In the example shown, TIP 308 running in the appliance at
318 may provide a service of an application at 310 to the
application at 314 via TIP 312 running in the appliance at 320;
TIP 312 running in the appliance at 320 may provide a service
of'the application at 314 to another application or back to the
client 316.

FIG. 4 illustrates messaging via a message switch in
another embodiment of the present disclosure. In this
embodiment, an event server 402 (e.g., IBM “WebSphere
Business Events” (WBE) server) may be added to the mes-
sage switch architecture to provide analytics and temporal
based rules for routing messages. Such event server 402 may
take inputs from the arrival notifications for messages and
from the data within message payloads themselves. In addi-
tion, the event server 402 may create and send messages of'its
own back into the message switch to complement the data
provided to the TIPs. This feedback can alter whata TIP does
and can change the order in which TIPs are executed. It in
effect adds temporal rules to the routing and evaluation of
message payloads.

FIG. 5 is a flow diagram illustrating a method for context
based routing in one embodiment of the present disclosure. At
502, a request or message may be received for a first appli-
cation, for example, by a routing interface. An example of the
routing interface may include the message switch (e.g.,
shown in FIG. 1 at 106). At 504, the request or message is
parsed to identify a topic and a data payload. At 506, the
request or message is routed to a queue based on the topic and
the data payload. The request or message may be routed to a
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queue also based on one or more criteria, e.g., a rule or policy.
The criteria may be based on a queue length and a queue
balancing to spread out processing and improve scaling. The
criteria may utilize analytics and temporal based rules for
routing messages. The queue selected for routing may be
associated with a particular application, a network, or a ser-
vice access point (SAP). For instance, the message switch
(e.g., shown in FIG. 1 at 106) may route the message to an
appropriate topic.

At 508, a notification may be posted to the application to
retrieve the request or message from the queue. For instance,
a template integration process or the like process may be
subscribing to the queue (a topic queue), and the posting of
the message evokes the template integration process to be
executed. In another aspect, the notification may trigger
dynamically creating and executing of a template integration
process or the like process to process the message in the
queue.

As described above, such template integration process or
the like process uses the data of the message as its input
parameter to invoke a service of an application (e.g., Internet
application, cloud application, or the like). Such template
integration process or the like process may create a new
message, e.g., based on the service result information
received from the application program, which may be posted
on another topic queue for processing.

Hence, at 510, a new message may be created for further
routing, if applicable. At 512, the new message may be routed
to a destination. The destination may be a message switch
queue, which may be associated with a network, a service
access point (SAP), a message switch, or a second applica-
tion, and selected based on the message topic.

The methodologies of the present disclosure may be imple-
mented on one or more computer systems. A computer sys-
tem described herein is only one example of a suitable pro-
cessing system and is not intended to suggest any limitation as
to the scope of use or functionality of embodiments of the
methodology described herein. The processing system may
be operational with numerous other general purpose or spe-
cial purpose computing system environments or configura-
tions. Examples of well-known computing systems, environ-
ments, and/or configurations that may be suitable for use with
the processing system may include, but are not limited to,
personal computer systems, server computer systems, thin
clients, thick clients, handheld or laptop devices, multipro-
cessor systems, microprocessor-based systems, set top boxes,
programmable consumer electronics, network PCs, mini-
computer systems, mainframe computer systems, and distrib-
uted cloud computing environments that include any of the
above systems or devices, and the like.

The computer system may be described in the general
context of computer system executable instructions, such as
program modules, being executed by a computer system.
Generally, program modules may include routines, programs,
objects, components, logic, data structures, and so on that
perform particular tasks or implement particular abstract data
types. The computer system may be practiced in distributed
cloud computing environments where tasks are performed by
remote processing devices that are linked through a commu-
nications network. In a distributed cloud computing environ-
ment, program modules may be located in both local and
remote computer system storage media including memory
storage devices.

The components of computer system may include, but are
not limited to, one or more processors or processing units, a
system memory, and a bus that couples various system com-
ponents including system memory to processor. The proces-
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sor may include a module that performs the methods
described herein. The module may be programmed into the
integrated circuits of the processor, or loaded from memory,
storage device, or network or combinations thereof.

Bus may represent one or more of any of several types of
bus structures, including a memory bus or memory controller,
aperipheral bus, an accelerated graphics port, and a processor
orlocal bus using any of a variety of bus architectures. By way
of example, and not limitation, such architectures include
Industry Standard Architecture (ISA) bus, Micro Channel
Architecture (MCA) bus, Enhanced ISA (EISA) bus, Video
Electronics Standards Association (VESA) local bus, and
Peripheral Component Interconnects (PCI) bus.

Computer system may include a variety of computer sys-
tem readable media. Such media may be any available media
that is accessible by computer system, and it may include both
volatile and non-volatile media, removable and non-remov-
able media.

System memory can include computer system readable
media in the form of volatile memory, such as random access
memory (RAM) and/or cache memory or others. Computer
system may further include other removable/non-removable,
volatile/non-volatile computer system storage media. By way
of' example only, storage system can be provided for reading
from and writing to a non-removable, non-volatile magnetic
media (e.g., a “hard drive”). A magnetic disk drive for reading
from and writing to a removable, non-volatile magnetic disk
(e.g., a “floppy disk™), and an optical disk drive for reading
from or writing to a removable, non-volatile optical disk such
as a CD-ROM, DVD-ROM or other optical media can be
provided. In such instances, each can be connected to bus by
one or more data media interfaces.

Computer system may also communicate with one or more
external devices such as a keyboard, a pointing device, a
display, etc.; one or more devices that enable a user to interact
with computer system; and/or any devices (e.g., network
card, modem, etc.) that enable computer system to commu-
nicate with one or more other computing devices. Such com-
munication can occur via Input/Output (I/0) interfaces.

Still yet, computer system can communicate with one or
more networks such as a local area network (LAN), a general
wide area network (WAN), and/or a public network (e.g., the
Internet) via network adapter. As depicted, network adapter
communicates with the other components of computer sys-
tem via bus. It should be understood that although not shown,
other hardware and/or software components could be used in
conjunction with computer system. Examples include, but are
not limited to: microcode, device drivers, redundant process-
ing units, external disk drive arrays, RAID systems, tape
drives, and data archival storage systems, etc.

As will be appreciated by one skilled in the art, aspects of
the present invention may be embodied as a system, method
or computer program product. Accordingly, aspects of the
present invention may take the form of an entirely hardware
embodiment, an entirely software embodiment (including
firmware, resident software, micro-code, etc.) or an embodi-
ment combining software and hardware aspects that may all
generally be referred to herein as a “circuit,” “module” or
“system.” Furthermore, aspects of the present invention may
take the form of a computer program product embodied in one
ormore computer readable medium(s) having computer read-
able program code embodied thereon.

Any combination of one or more computer readable medi-
um(s) may be utilized. The computer readable medium may
be a computer readable signal medium or a computer read-
able storage medium. A computer readable storage medium
may be, for example, but not limited to, an electronic, mag-
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netic, optical, electromagnetic, infrared, or semiconductor
system, apparatus, or device, or any suitable combination of
the foregoing. More specific examples (a non-exhaustive list)
of the computer readable storage medium would include the
following: a portable computer diskette, a hard disk, a random
access memory (RAM), aread-only memory (ROM), an eras-
able programmable read-only memory (EPROM or Flash
memory), a portable compact disc read-only memory (CD-
ROM), an optical storage device, a magnetic storage device,
orany suitable combination of the foregoing. In the context of
this document, a computer readable storage medium may be
any tangible medium that can contain, or store a program for
use by or in connection with an instruction execution system,
apparatus, or device.

A computer readable signal medium may include a propa-
gated data signal with computer readable program code
embodied therein, for example, in baseband or as part of a
carrier wave. Such a propagated signal may take any of a
variety of forms, including, but not limited to, electro-mag-
netic, optical, or any suitable combination thereof. A com-
puter readable signal medium may be any computer readable
medium that is not a computer readable storage medium and
that can communicate, propagate, or transport a program for
use by or in connection with an instruction execution system,
apparatus, or device.

Program code embodied on a computer readable medium
may be transmitted using any appropriate medium, including
but not limited to wireless, wireline, optical fiber cable, RF,
etc., or any suitable combination of the foregoing.

Computer program code for carrying out operations for
aspects of the present invention may be written in any com-
bination of one or more programming languages, including
an object oriented programming language such as Java,
Smalltalk, C++ or the like and conventional procedural pro-
gramming languages, such as the “C” programming language
or similar programming languages, a scripting language such
as Perl, VBS or similar languages, and/or functional lan-
guages such as Lisp and ML and logic-oriented languages
such as Prolog. The program code may execute entirely on the
user’s computer, partly on the user’s computer, as a stand-
alone software package, partly on the user’s computer and
partly on a remote computer or entirely on the remote com-
puter or server. In the latter scenario, the remote computer
may be connected to the user’s computer through any type of
network, including a local area network (LAN) or a wide area
network (WAN), or the connection may be made to an exter-
nal computer (for example, through the Internet using an
Internet Service Provider).

Aspects of the present invention are described with refer-
ence to flowchart illustrations and/or block diagrams of meth-
ods, apparatus (systems) and computer program products
according to embodiments of the invention. It will be under-
stood that each block of the flowchart illustrations and/or
block diagrams, and combinations of blocks in the flowchart
illustrations and/or block diagrams, can be implemented by
computer program instructions. These computer program
instructions may be provided to a processor of a general
purpose computer, special purpose computer, or other pro-
grammable data processing apparatus to produce a machine,
such that the instructions, which execute via the processor of
the computer or other programmable data processing appa-
ratus, create means for implementing the functions/acts
specified in the flowchart and/or block diagram block or
blocks.

These computer program instructions may also be stored in
a computer readable medium that can direct a computer, other
programmable data processing apparatus, or other devices to
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function in a particular manner, such that the instructions
stored in the computer readable medium produce an article of
manufacture including instructions which implement the
function/act specified in the flowchart and/or block diagram
block or blocks.

The computer program instructions may also be loaded
onto a computer, other programmable data processing appa-
ratus, or other devices to cause a series of operational steps to
be performed on the computer, other programmable appara-
tus or other devices to produce a computer implemented
process such that the instructions which execute on the com-
puter or other programmable apparatus provide processes for
implementing the functions/acts specified in the flowchart
and/or block diagram block or blocks.

The flowchart and block diagrams in the figures illustrate
the architecture, functionality, and operation of possible
implementations of systems, methods and computer program
products according to various embodiments of the present
invention. In this regard, each block in the flowchart or block
diagrams may represent a module, segment, or portion of
code, which comprises one or more executable instructions
for implementing the specified logical function(s). It should
also be noted that, in some alternative implementations, the
functions noted in the block may occur out of the order noted
in the figures. For example, two blocks shown in succession
may, in fact, be executed substantially concurrently, or the
blocks may sometimes be executed in the reverse order,
depending upon the functionality involved. It will also be
noted that each block of the block diagrams and/or flowchart
illustration, and combinations of blocks in the block diagrams
and/or flowchart illustration, can be implemented by special
purpose hardware-based systems that perform the specified
functions or acts, or combinations of special purpose hard-
ware and computer instructions.

The computer program product may comprise all the
respective features enabling the implementation of the meth-
odology described herein, and which—when loaded in a
computer system—is able to carry out the methods. Com-
puter program, software program, program, or software, in
the present context means any expression, in any language,
code or notation, of a set of instructions intended to cause a
system having an information processing capability to per-
form aparticular function either directly or after either or both
of'the following: (a) conversion to another language, code or
notation; and/or (b) reproduction in a difterent material form.

The terminology used herein is for the purpose of describ-
ing particular embodiments only and is not intended to be
limiting of the invention. As used herein, the singular forms
“a”, “an” and “the” are intended to include the plural forms as
well, unless the context clearly indicates otherwise. It will be
further understood that the terms “comprises” and/or “com-
prising,” when used in this specification, specify the presence
of stated features, integers, steps, operations, elements, and/
or components, but do not preclude the presence or addition
of one or more other features, integers, steps, operations,
elements, components, and/or groups thereof.

The corresponding structures, materials, acts, and equiva-
lents of all means or step plus function elements, if any, in the
claims below are intended to include any structure, material,
or act for performing the function in combination with other
claimed elements as specifically claimed. The description of
the present invention has been presented for purposes of
illustration and description, but is not intended to be exhaus-
tive or limited to the invention in the form disclosed. Many
modifications and variations will be apparent to those of
ordinary skill in the art without departing from the scope and
spirit of the invention. The embodiment was chosen and



US 9,385,975 B2

11

described in order to best explain the principles of the inven-
tion and the practical application, and to enable others of
ordinary skill in the art to understand the invention for various
embodiments with various modifications as are suited to the
particular use contemplated.

Various aspects of the present disclosure may be embodied
as a program, software, or computer instructions embodied in
a computer or machine usable or readable medium, which
causes the computer or machine to perform the steps of the
method when executed on the computer, processor, and/or
machine. A program storage device readable by a machine,
tangibly embodying a program of instructions executable by
the machine to perform various functionalities and methods
described in the present disclosure is also provided.

The system and method of the present disclosure may be
implemented and run on a general-purpose computer or spe-
cial-purpose computer system. The terms “computer system”
and “computer network™ as may be used in the present appli-
cation may include a variety of combinations of fixed and/or
portable computer hardware, software, peripherals, and stor-
age devices. The computer system may include a plurality of
individual components that are networked or otherwise
linked to perform collaboratively, or may include one or more
stand-alone components. The hardware and software compo-
nents of the computer system of the present application may
include and may be included within fixed and portable
devices such as desktop, laptop, and/or server. A module may
be acomponent of a device, software, program, or system that
implements some “functionality”, which can be embodied as
software, hardware, firmware, electronic circuitry, or etc.

The embodiments described above are illustrative
examples and it should not be construed that the present
invention is limited to these particular embodiments. Thus,
various changes and modifications may be effected by one
skilled in the art without departing from the spirit or scope of
the invention as defined in the appended claims.

We claim:

1. A method for context based routing of messages, com-
prising:
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receiving a message for routing by a message switch imple-

mented in a hardware processor;

parsing the message to identify a topic and a data payload

of the message;

identifying a topic queue to which to route the message

based on the topic and the data payload;
routing the message to the topic queue;
executing automatically a template integration process
subscribing to the topic queue, in response to the mes-
sage being routed to the topic queue, the template inte-
gration process invoking an application service with a
request comprising data extracted from the message;

receiving by the template integration process a result from
the application service; and

processing the result and placing the result to a destination

point.

2. The method of claim 1, wherein the message is the topic
queue identified based further on one or more criteria.

3. The method of claim 2, wherein the one or more criteria
comprises queue length and a queue balancing for spreading
out a number of the messages among a plurality of topic
queues.

4. The method of claim 1, the one or more criteria utilize
analytics and temporal based rules for routing messages.

5. The method of claim 1, wherein said processing the
result and placing the result to a destination point comprises:

creating a new message for further routing based on the

result;

routing the new message to the destination point, wherein

the destination point comprises another topic queue.

6. The method of claim 5, wherein said creating and said
routing is performed based on the template integration pro-
cess that is preconfigured to create the new message and to
route the new message to said another topic queue.

7. The method of claim 1, wherein the template integration
process is preconfigured to invoke the application service in
response to the message being routed to the topic queue.

#* #* #* #* #*



